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Terminal Blocks

 

Power Distribution Blocks
Copper or Aluminum Wire

 

CLASS 9080  MINIATURE  STANDARD

 

Maximum Voltage Rating 600 600 600  600

Service Class B & C B & C B & C  B & C

Amperage Rating - CU Wire 115 amp. 115 amp. 175 amp. 175 amp.

Amperage Rating - AL Wire 90 amp. 90 amp. 135 amp. 135 amp.

Wire Range 
   Lugs suitable for use with 
   75

 

°

 

 C Conductors.

MAIN
     (1) #14-2 AWG
BRANCH
     (1) #14-2 AWG

MAIN
     (1) #14-2 AWG
BRANCH
     (4) #18-10 AWG

MAIN
     (1) #14-2/0 AWG
BRANCH
     (1) #14-2/0 AWG

MAIN
     (1) #14-2/0 AWG
BRANCH
     (4) #14-4 AWG

Tightening Torque

MAIN
  #3-#2       50 lbf-in  (5.6 N-m)
  #6-#4       45 lbf-in  (5.1 N-m)
  #8            40 lbf-in  (4.5 N-m)
  #14-#10   35 lbf-in  (4.0 N-m)
BRANCH
  #3-#2       50 lbf-in  (5.6 N-m)
  #6-#4       45 lbf-in  (5.1 N-m)
  #8            40 lbf-in  (4.5 N-m)
  #14-#10   35 lbf-in  (4.0 N-m)

MAIN
  #3-#2        50 lbf-in  (5.6 N-m)
  #6-#4        45 lbf-in  (5.1 N-m)
  #8             40 lbf-in  (4.5 N-m)
  #14-#10    35 lbf-in  (4.0 N-m)
BRANCH
  #18-#10     7 lbf-in  (0.8 N-m)

MAIN
 #6-2/0    120 lbf-in  (13.5 N-m)
 #8            40 lbf-in  (4.5 N-m)
 #14-#10   35 lbf-in  (4.0 N-m)
BRANCH
 #6-2/0    120 lbf-in  (13.5 N-m)
 #8            40 lbf-in  (4.5 N-m)
 #14-#10   35 lbf-in  (4.0 N-m)
    

MAIN
 #6-2/0    120 lbf-in  (13.5 N-m)
 #8            40 lbf-in  (4.5 N-m)
 #14-#10   35 lbf-in  (4.0 N-m)
BRANCH
 #14-#4     35 lbf-in  (4.0 N-m)
    

Lug Material Tin Plated High 
Conductive AL

Tin Plated High 
Conductive AL

Tin Plated High 
Conductive AL

Tin Plated High 
Conductive AL

Base Material High Impact Thermoplastic High Impact Thermoplastic General Purpose Phenolic  General Purpose Phenolic

Temperature Rating -40 to 257

 

°

 

 F
-40 to 125

 

°

 

 C
-40 to 257

 

°

 

 F
-40 to 125

 

°

 

 C
-40 to 302

 

°

 

 F
-40 to 150

 

°

 

 C
-40 to 302

 

°

 

 F
-40 to 150

 

°

 

 C

Listings

 

 

 

File E60616 Guide XCFR2    

 

                        

 

File LR70361

Flammability Rating UL94V-0 UL94V-0 UL94V-0 UL94V-0

 

ONE POLE BLOCKS

 

Block Catalog Number 9080 LBA161101 9080 LBA161104 9080 LBA162101 9080 LBA162104

Block Dimensions 
(D )x(H)x(W)

1.62x2.29x0.76 in.
41.1x58.2x19.3 mm

1.62x2.29x0.76 in.
41.1x58.2x19.3 mm

1.78x2.88x1.13 in.
45.2x73.2x28.7 mm

1.78x2.88x1.13 in.
45.2x73.2x28.7 mm

 

TWO POLE BLOCKS

 

Block Catalog Number N/A 9080 LBA261104 9080 LBA262101 9080 LBA262104

Clear Plastic covers N/A N/A 9080 LB22 9080 LB22

Block Dimensions 
(D )x(H)x(W) N/A 1.62x2.29x1.40 in.

41.1x58.2x35.6 mm
1.78x2.88x1.94 in.
45.2x73.2x49.3 mm

1.78x2.88x1.94 in.
45.2x73.2x49.3 mm

 

THREE POLE BLOCKS

 

Block Catalog Number 9080 LBA361101 9080 LBA361104 9080 LBA362101 9080 LBA362104

Clear Plastic covers N/A N/A 9080 LB23 9080 LB23

Block Dimensions 
(D )x(H)x(W)

1.62x2.29x2.03 in.
41.1x58.2x51.6 mm

1.62x2.29x2.03 in.
41.1x58.2x51.6 mm

1.78x2.88x2.75 in.
45.2x73.2x69.9 mm

1.78x2.88x2.75 in.
45.2x73.2x69.9 mm

®

http://ecatalog.mecampbell.com/default.aspx?page=item%20detail&itemcode=SQD9080LB23
http://ecatalog.mecampbell.com/default.aspx?page=item%20detail&itemcode=SQD9080LB23
http://ecatalog.mecampbell.com/default.aspx?page=item%20detail&itemcode=SQD9080LBA162104
http://ecatalog.mecampbell.com/default.aspx?page=item%20detail&itemcode=SQD9080LBA361104
http://ecatalog.mecampbell.com/default.aspx?page=item%20detail&itemcode=SQD9080LBA362104
Highlight

http://ecatalog.mecampbell.com/default.aspx?page=item%20detail&itemcode=SQD9080LBA362101

